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Function keys 

The keyboard has 12 function keys, trom[F1] to [Fi2 |. The function of 
these keys are defined by the software. Therefore, their functions vary 
Cepending on the software used. Please refer to the respective 
sofware manual for details. 


Alphanumeric keys 

Alphanumeric keys are arranged in the standard typewriter keyboard 
layout. The keyboard has character input keys (such as A to Z, 0 to 
93,+,?,<,>) which are displayed as they are entered, and control keys 
(such as Ctrl, Esc) which perform a certain task when they are pressed. 


Numeric keys 

These are numeric keys (0 to 9), arithmetic symbols (+,-,",) and 
ENTER key ((). Numeric keys are arranged in the standard 
calculator layout. 


Key Functions 


This section describes the functions of control keys defined by the BIOS of 


the computer. Other key functions vary depending on the MS-DOS and 

application programs. Please refer to the software's manual for details on 

them. 

Control key 
Wher this key is pressed together with another character key, 
a control code is generated. Because the valid control codes 

Ctrl and their function depend on the software used, refer to the 

software’s manual for detailed information on the control 
codes. 

Shift key 


> 


When this key is pressed together with a character input key, 
the corresponding symbol in the shift position (upper symbol 

sii on the key) or the corresponding capital letter (or the letter on 
the key) is entered. 


ternate key 


When this key is pressed together with the number key of the 
numeric kaya the ASCII code of the key pressed can be 
Alt entered as a decimal value. 


Example:{ Alt } [6/5] [A] (41H = 65) 
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Alternate graphic key 


ARGr 


Capital lock 


Caps 
Lock 


Enter key 


Back space 


To enter the character printed on the right hand side of each 
keytop, press that key while depressing| AltGr |. 
Example: To enter|#| on the SMI-5060F French keyboard, 


press [3 key while depressing[AltGr] . 
" # 


key 
When this key is pressed, the indicator lights up and all letters 
are entered in capitals. A small letter is entered when the 
Shift key is pressed. When this key is pressed again, it will 
unlock. This key will not affect the special character or 
numeric keys. 


Press this key to indicate the end of input of a data line or 


commands from the keyboard. Press this key every time you 
—<—_! finish entering a line. The cursor moves to the next line and 


waits for the entry of the next data or command. 


key 


a 


When this key is pressed, the cursor moves one space to the 
left and the character in that position is deleted. 


Print screen 


pi Wher this key is pressed, the display on the screen will be 
Screen | Printed out. 


(ctri] + [Att] +[Delete | 


[Ctrl] [Alt }+ [Esc] 


Crit]+ [Alt 


When the{Ctrl] [Alt Jand [Delete ]keys are pressed 
simultaneously, the system restarts. 


When the(Ctri and|Escjkeys are pressed 
simultaneously, the setup program in the system ROM is 
started. Refer to page 1-12 for details. 


+(T] or (J) 
When the[Ctrl], and [T'keys are pressed simultaneously, 
the CPU clock frequency is set to high (10 MHz). When the 
[Ait] and (Ukeys are pressed simultaneously, the 
frequency is set to low (8 MHz). 
When the system is reset or is turned off and then turned on 
again, the CPU clock frequency is reset to the status set in the 
setup RAM. To change the CPU clock frequency status in the 
setup RAM, use the setup program in the system ROM. Refer 
to the page 1-12 for details. 
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Using the videodisc player 


You can control the videodisc player using the program included in the 
SMW-5001A VIEW/VGA Operating System Package or some control 

program developed for the VIEW system or the IBM PC. Refer to the 

respective software manuals for details. 


Inserting and removing the videodisc 


1 Tum on the power of the system and start it. 
For details, refer to the SMW-5001A’s manual. 


2 Press the OPEN/CLOSE button on the front to open the disc 
compartment. 


4 Press the OPEN/CLOSE button again. The compartment closes and 
the DISC indicator lights up. 


Note 

* To avoid damaging the disc, do not move the unit while it is operating or 
while it contains a disc. 

+ When the disc compartment is in the open position, do not press down on 
it strongly, or place heavy objects on it. 

+ Remove the disc from the compartment after playing it, if the unit is not 
going to be used for an extended period of time. 


Removing the videodisc 


Press the OPEN/CLOSE button to stop the disc playing, no matter what 
mode the player is in. The disc will stop rotating, and the disc compartment 
will be ejected. 
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1-3. TECHNICAL INFORMATION 
Display mode 


This VIEW system features two VGA setups: Normal VGA and 
Superimposed VGA. The table on the next page show the various display 
modes in both VGA setups. 


Normal VGA 

When the power of the VIEW system is turned on, it starts up in this VGA 
setup. The Normal VGA setup is compatible with the VGA display adaptor 
used by the IBM Personal System/2. 

In this setup, the computer graphics cannot be superimposed on video 
images. 


Superimposed VGA 

This VGA setup is invoked when the VIEW/VGA Control Program or 
Superimpose Driver included in the SMW-5001A VIEW/VGA Operating 
System Package is installed. All display modes under the Superimposed 
VGA setup are made compatible with 31.25 (31.5) KHz horizontal and 50 
(60) Hz vertical frequencies to allow superimposing of computer graphics on 
video images. The monitor's display area is slightly smaller than the Normal 
VGA setup. The ratio between the display area’s horizontal width and 
vertical height also differs. 


Note 
Figures in () are for NTSC. 


Display Mode Table 
Mode | Type Colors" | Characters me | pat ire Resolution 
0,1 |Characters| 16 | 40x25 | B8000 | 8x 8| 8 |320x2002 
0*, 1° | Characters 16 40x25 B8000 8x14 8 | 320 x 350 
0+, 1+|Characters | 16 | 40x25 | 88000 | 9x16| 8 |360x400 
2,3 | Characters 16 80 x 25 B8000 8x 8 8 |640x 2004 
2°, 3° | Characters 16 80 x 25 B8000 8x14 8 |640x 350 
2+, 3+| Characters 16 80 x 25 B8000 9x16 8 | 720 x 400 
4,5 | Graphics 4 40 x 25 B8000 8x 8 1 320 x 200% 
6 | Graphics 2 80 x 25 Bs000 8x 8 1 640 x 2007 
Graphics 16 40x 25 | A0000 8x 8 8 |320x 2004 
E | Graphics 16 80 x 25 A0000 8x 8 4 |640x 2002 
10 | Graphics 16 80 x 25 A0000 8x14 2 640 x 350 
1 Graphics | 2 80 x 30 A0000 8x16} 1 640 x 480 
12 | Graphics 16 80 x 30 A0000 8x16 1 640 x 480 
13 | Graphics 256 40x 25 A0000 | 8x 8 1 320 x 2004 
5F | Graphics 256 80 x 30 A0000 8x 16 1 640 x 480 


*: Enhanced mode of the IBM Enhanced Graphics Adaptor 

+: Enhanced mode of the IBM Personal System/2 VGA Display Adaptor 

1) Selectable from 262,144 colors for simultaneous display 

2) 200-line vertical resolution modes are double-scanned to display 400 lines 
on the screen. 


